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TRANSCNIC-BUMP METHOD

By Harold S. Jchnson and William C. Hayes
SUMMARY

An investigation was made in the Iangley high-speed T7- by 10-foot
tunnel to determine the effects of various dorsal-fin and vertical-tail
configurations on the directional stability characteristics of a stream-
lined body through a Mach number range of 0.59 to 1l.1l. The model was
sting-mounted in the high-veloclity flow field generated over the curved
surface of a bump located on the tunnel floor.

The results of the investigation indicated thet, for angles of sid:-
slip greater than ebout 10°, the addition to the body of dorsal fins
having a local projection equal to 10 percent of the maximum diameter of
the body and located on the rear 31.6 percent of the body was very effec-
tive in improving the directional stability characteristics of the body
alone throughout the Mach number range investigated. For angles of side-
slip greater than about 10°, the addition to the vertical-tail—body
combination of either of two dorsal ftns (differing in plan form)
extending forward from the leading edge of the vertical tail resulted in
improvements in the directional stability characteristics of the vertical-
tail—body combination.

The addition to the body of either a tapered low-aspect-ratio
vertical tail or a ring tail having a diameter equal to the span of the
vertical tail provided sufficient yawing moment to overcome the adverse
moments of the body alone. The stability was greater at small angles of
sideslip and the yawing moments were less at large angles of sideslip for
the body with the ring tail than for the body with the tapered low-aspect-
ratio vertical tail. At small angles of sideslip, the stability of the
vertical-talil—body configuration decreased with increasing Mach number
below a Mach number of approximately 1.03 and became marginal at a Mach
number of approximately 1.03.
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INTRODUCTION

The current use of externel stores, mlssiles, and low-drag bombs
at high transonic and supersonlc speeds has created a need for infor-
mation on the release and steblllty characteristics of fin-stabilized
bodies. In order to facllitate storing and handling of these bodies,
the tail span and, consequently, the tail area has been kept to a )
minimum. One design criterion currently being considered is to limit
the tail span to the diagonal of a square having sides equal to the
maximum dismeter of the body. Therefore, for some configurations, 1t
is difficult to obtaln adequate stability throughout an angle-of-pitch
or sidesllip range. The use of zero-length launchers and the release of
bodies in the turbulent-flow fleld around an sirplane or from s bomb bay
sometimes result in initial flight attitudes having large angles of
pitch or sideslip.

Dorsal fins have been wldely used to improve the directionsl sta-
bility characteristice of aircraft. Although the use of dorsal fins
sometimes improves the stability in the vicinity of zero sideslip, they
are primarily used to malntain stabllity to the higher angles of side-
slip where the vertical-tail surfaces lose effectiveness.

The present Investigation, which was made in the ILangley high-speed
T- by 10-foot tunnel, has been undertaken to extend the avallable infor-
mation on dorsal fins (for example, ref. 1) to the transonic speed range
as well as to present directional stebility characteristics of a stream-
lined body having various vertical-tall configurations through a large
angle of gideslip range.

SYMBOLS

Cn yawing-moment coefficlent, —gf
a
N yawing moment about center of gravity, ft-1b
pVZ

o] effective dynamic pressure over length of model, = lb/sq ft
S maximum cross-sectional area of bhody, sq ft
1 theoretical length of body, ft
Dmax maximum dlameter of body, ft
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c local chord of tail, £t

o] mass density of air, slugs/cu 't

v free-stream velocity, ft/sec

M effective Mach number over length of body
R Reynolds number of body based on 1

B angle of sideslip, deg

cnﬁ=% at p = 0°

MODEL AND APPARATUS

The body ordinates were basically those of the Douglas Alrcraft
Company, Inc., store shape (table I). The rear portion of the body was
modified to accommodate a sting balance (fig. 1). This modification
consisted in cutting off the rear 3.24 percent of the body, increasing
the dismeter at this station, and refairing the body contour wilth
straight-line elements which became tangent to the orlginal contour at
gbout the 77.5-percent station. The various configurations investigated
are shown in figure 1. Dorsel fin A had a beveled cross section, local
projection of 10 percent of the maximum diemeter of the body, and
extended over the rear 31.6 percent of the model length. The vertical
tail of aspect ratio 1.60 and taper ratio 0.43 was a flat plate with
beveled leading and trailing edges. The maximum thickness ratio was
0.05 and the sweepback of the leading edge was 45°, The vertical-tail
span was equal to the diagonal of & square having sides equal to the
maximum dismeter of the body. The body plus vertical-tall configuration
was similar to a 1000-pound low-drag bomb with a modified afterbody and
with the horizontal surfaces of the cruciform tall omltted. Dorsal fin B
was the forward portion of dorsal fin A. Dorsal fin C had a beveled
cross section and a constant span equal to the maximum diameter of the
body. The leading edge of each dorsal fin was located at approximately
the afterbody junction station of the prototype bomb. The ring tail had
an inslde diameter equal to the span of the vertical tail, a chord equal
to the tip chord of the vertical tail, and a constant S5-percent-thick
section with & radius leading edge and a beveled trailing edge. This
ring tail would not fit within a square having sides equal to the maximum
diameter of the body. The ring tail was attached to the tips of the
vertical tail and the model was rotated 90° about the longitudinal axis
so that the vertical tall became a horizontal-tail surface and was alined
with the alr stream throughout the angle-of-slideslip range.
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The model was tested on the sting-support system shown in figure 2
and could be remotely operated through an engle-of-sideslip range from
-2° to 60°. A one-component electrical strain-gage balance which meas-
ured the model yawing moment was contained within the body. The yawing
moments were recorded by means of a calibrated potenticmeter. The model
was located 8 inches above the surface of a transonic bump. The sting
support was attached to a five-component strain-gage balance located
below the bump surface. The slot in the bump surface which allowed the
sting support to traverse through the angle-of-sideslip range was sealed
by a sliding cover plate. (See fig. 2.)

TESTS AND CORRECTIONS

The tests were made in the langley high-speed 7- by 10-foot tunnel
by utilizing the transonic-bump technique. This technique involved
mounting the model in the high-velocity flow field generated over the
curved surface of a bump located on the tunnel floor. Iocal Mach num-
bers were obtained at four stations on the model center line with the
sting support in position and with the model replaced by a l/h-inch
diemeter probe. The test Mach number was considered to be the average
of the four local Mach numbers. The maximum variation in Mach number
over the length of the model was about 0.00L at a Mach number of about
0.6 and ebout 0.05 at a Mach number of about 1.11.

The variation of Reynolds number with Mach number for typical test
conditions 1s presented in figure 3. The Reynolds numbers were besed on
the theoretical length of the body, 0.833 foot. Yawing moments were
obtained through a Mach number range from 0.59 to 1.1l for an angle-of-
sideslip range from -2° to 60° except for some conflguratlions when the
angle-of-gldesllip range was limited by model loed, fouling, or extreme
vibration.

The angles of sideslip have been corrected for the deflection of
the sting and sting support under losd. These corrections were deter-
mined by a statlic calibratlion with the model and sting support loaded
in order to duplicate the measured moment on the model and the forces
and moments on the sting support which were obtained from the five-
component balance located beneath the bump surface. The maximum correc-
tion for the extreme loading conditions which occurred at the highest
angles of sideslip was about 5°.
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RESULTS AND DISCUSSION

The variation of yawing-moment coefficient with angle of sideslip
for the various Mach numbers is presented in figures Lt to 9 for the
slx configurations investigated. The variation of the parameter CnB

with Mach number is presented in figure 10. 1In figure 11 the data from
figures 4 to 9 are summarized to show the effect of model configuration
on the variation of Cp with B for Mach numbers of 0.79, 0.93,

and 1.03.

For angles of sideslip of less than about 25°, the body-alone con-
figuration was unstable and the variation of Cp with B was relatively

unaffected by Mach number varistions (figs. L and 10). The yawing
moments were negative throughout the positive angle-of-sideslip range.

For the Mach number and angle-of-sgsideslip ranges investigated, the
data of figures 5, 10, and 11 show that the directional stability char-
acterigtics of the body were improved by the addition of dorsal A. The
instability of the body-alone configuration was reduced by about 21 per-
cent for angles of sideslip near 0°. For angles of sideslip greater
than about 10°, the addition of dorsal A markedly reduced or, for some
angles of sideslip and Mach numbers, eliminated the negative body yawing
moments.

The addition of the vertical tall provided sufficient yawlng moment
to overcome the adverse body moments for the test Mach number and angle-
of-sideslip ranges (figs. 6 and 11). This body—vertical-tail configu-
ration was stable for angles of sidelip of less than sbout 48° at
M = 0.59, and the date indicated that, for Mach numbers less than sbout
1.00, there was a tendency for this stable range to be reduced as the
Mach number was increased. The stability at B = 0° was unaffected by
Mach number variastions below M = 0.9 but decreased with further
increases in Mach number to M & 1.03 where the stability was marginal
(fig. 10). The stability increased as the Mach number was further
increased and at the highest test Mach number the stability was about
equal to that for subsonic Mech numbers.

For angles of sideslip greater than about lOO, the addition of
either dorsal B or C to the body—vertical-tail configuration resulted
in pronounced increases in both the stability and the positive yawing
moments (figs. 7, 8, and 11). The yawing moments were larger for the
vertical-tail—dorsal-C configuration than for the vertical-tail—
dorsal-B configuration for angles of sideslip greater than 5°. However,
the stebility at B = 0° was relatively unaffected by the addition of
dorsal B and was reduced by the addition of dorsal C. This latter con-
figuration was unstable for Mach numbers from 1.00 to 1.05 (fig. 10).
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Thig decrease 1in stability with the addltion of dorsal C to the vertical-

tall~~body combination is attrlbuted to a reduction in both the effec-
tive aspect ratio and the moment arm of the dorsal-C—vertical-tall
combination.

For angles of sideslip of less than about 10°, the most stable con-
figuration investigated was the body with the ring tail (figs. 9 to 11).
The perameter CnB increased rapidly with increases in Mach number from

about 0.86 to 1.00, whereas the body—vertical-tail configuration exhib-
ited a marked loss in stability for thls Mach number range. The sta-
bility of the ring-tail configuration decreased rapldly with increasing
B above @ m~ 109, and the yawing moments were much smaller for this
configuration than for the vertical-tall conflguration at large angles
of sidelip. . B _
The usefulness of ring tails may be limited by higher drag of such
installations. For example, the data of references 2 and 3 show that
at supersonic speeds the drag coeffilcients of the ring tails investi-
gated are considerably higher then those of the cruciform-tail surfaces.

CONCLUSIONS

The results of the investigation of a gtreamlined body in combi-
nation with various dorsal-fin and vertical-tail configurations indi-
cated the following conclusions:

1. For angles of sideslip greater than about 10°, dorsal fins
having a local projection equal to 10 percent of the maximum dismeter
of the body and located on the rear 31. 6 percent of the ‘body were very
effective in improving the directional stability characteristics of the
body throughout the Mach number range investigated.

2. The addition of either of two dorsal fins (differing in plan

form) extending forward from the leading edge of a vertical tall resulted

in improvements in the dilrectional stebility characteristics of the
vertical-tail—body combination for angles of sidesllpggreater than
about 10°. _

3. The addition of either a tapered low-aspect-ratio vertical tail
or a ring tall having a diameter equal to the span of the vertical tall

provided sufficlent yawing moment to overcome the adverse body moments.

The stebllity was greater at small angles of sideslip and the yawing
moments were less at large angles of sideslip for the body with the
ring tail than for the body with the tapered low-aspect-ratio vertical

@;}“IDENTI%L
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tall. At small angles of sideslip, the stabllity of the vertical-tall—
body configuration decreased with increasing Msch number below a Mach
number of approximately 1.03 and became marginal at a Mach number of
approximately 1.03.

Iangley Aeronasutical Iaboratory,
Netional Advisory Committee for Aeronautilcs,
Langley Field, Va.
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TABLE I

NACA RM IS53B19

ORDINATES OF THE DOUGLAS ATRCRAFT COMPANY, INC., STORE SHAPE

Ordinates, percent length

Station Radius Station Radius
0 0 58.06 5.6L6
1.94 .9L6 60.83 5.507
L.72 2.033 63.61 5.332
7.50 2.869 66.39 5.125
10.28 3.513 69.17 k., 888
13.06 L.016 71.94 k. 623
15.83 L. 416 Th.72 h.33L
18.61 k.745 77.50 4,023
21.39 5.026 80.28 3.693
2h.17 5.272 83.06 3.347
26.9h 5.485 85.83 2.989
29.72 5.661 88.61 2.621
32.50 5.785 91.39 2.2Lh6
35.28 5.833 93.61 1.9hk
L2.50 5.833 05.83 1.630
Lkg.72 5.833 98.06 1.208
52.50 5.812 100.00 0
55.28 5.749
L.E. radius = 0.83 T.E. radius = 0.55
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